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Dimensions

Weight(kg)

6 116754 116754 270 389.5 60 25
6 116756 280 419.5 65 33.2
6 116760 116760 300 439.5 65 35
6 116761 116761 304.8 412 40 16
6 116776 116776 380 559.5 82 723
6 116788 116788 430 619.5 100 99.9
6 116860 116860 300 420 65 29.2
6 156138 156138 190 290 92 23
6 156152 156152 260 400 130 53.6
6 156156 156156 280 420 130 57
6 156734 156734 170 259.5 84 17
6 156746 156746 230 329.5 80 21.2
6 156836 156836 180 259.5 80 15
6 176748 176748 240 360 56 211
6 4156144 4156144 220 340 118 36
6 156134 (4034X2DCM) 156134 (4034X2DCM) 170 260 84 17
6 3032X2DCF3 3032X2DCF3 160 240 58 9.4
6 3032X2DM 3032X2DM 160 240 58 9.4
6 305283D (156830) 305283D (156830) 150 230 70 9.8
6 4024X3D/W33A 4024X3D/W33A 120 190 66 6.77
6 4028D 4086128H 140 210 69 7.75
6 4028X3D(309515D) 4028X3D(309515D) 140 209.5 66 7.3
6 4030X2D 86730H 150 225 73 9.7
6 4032D 4086132H 160 240 80 12.3
6 4032X2DCM 156132 160 240 76 12.7
6 4034D 4034D 170 260 90 18
6 4034X3D 4034X3D 170 259.5 84 17
6 4036D 4086136H 180 280 100 21
6 4040D 4086140H 200 310 109 27.2
6 4044D 4086144H 220 340 118 36.5
6 4048X1D/W33A 4048X1D/W33A 240 359.8 118 37.8
6 4052D 4052D 260 400 140 57.1
6 4056X2D 4056X2D 280 420 130 58.3
6 4060X2D 4060X2D 300 460 148 83.2
6 4064D 4086164 320 480 160 1056
6 4064X3D 86764H 320 459.5 140 73
6 468/1000 708/1000X2AC 1000 1220 50 127
6 4932Xx3D 86732H 160 215 50 5.02
6 4936X3D 86736H 180 259.5 66 11.25
6 4938X3D 86738H 190 269.5 66 13
6 4940X3D/W33A 41730 200 279.5 76 13.5
6 4940X3D-1 86740H (305263D) 200 289.5 76 15.5
6 4944X3D 86744H 220 309.5 76 18
6 4952X3D 86752H 260 369.5 92 30
6 4952X3D 4952X3D 260 369.5 92 32
6 4956X3D 86756H 280 389.5 92 32
6 4960X3DM 86760H 300 419.5 112 46
6 7028DF 7028DF 140 210 66 8.5
6 7028M 7028M 140 210 33 4.2
6 7036AM 46136 180 280 46 "
6 7038M 46138 190 290 46 1.2
6 7040M 46140 200 310 51 14.3
6 7044M 46144 220 340 56 18.5
6 7060B 7060B 300 460 74 47
6 7064AM/DB 7064AM/DB 320 480 148 92.2
6 7068BM 7068BM 340 520 82 61
6 7080X1ACM/DB 7080X1ACM/DB 400 599.5 180 175
6 718/560BM 718/560BM 560 680 56 43
6 71856AM 71856AM 280 350 33 7.14
6 71860AM 71860AM 300 380 38 10
6 71888M 71888M 440 540 48 25
6 71892DT 71892DT 460 580 112 72
6 71892M 71892M 460 580 56 36
6 71936X1ACM/C3DB 71936X1ACM/C3DB 180 259.5 66 11.3
6 7228M 66228 140 250 42 9




6 7322ACM 66322 110 240 50 12
6 7326M 66326 130 280 58 18
6 7328M 66328 140 300 62 22.4
6 7330BM 66330 150 320 65 26
6 76/495M 76/495M 495 629 59.53 36.5
6 7940AM 46940 200 280 38 7.6
6 7984AM 46984 420 560 65 46.5
6 86746H 86746H 230 329.5 80 23.5
6 QJ1024X3M QJ1024X3M 120 184.4 33 3.4
6 QJ1032M QJ1032M 160 240 38 6.42
6 QJ1034M QJ1034M 170 260 42 8.6
6 QJ1038M 176138H 190 290 46 11.5
6 QJ1038X1M 176738 190 290 46 11.5
6 QJ1052X1M 176752H 260 369.5 60 22
6 QJ1064M 176164H 320 480 74 49.3
6 QJ224M QJ224M 120 215 40 6.8
6 QJ224N2 QJ224N2 120 215 40 6.8
6 QJ228M 176228H 130 230 40 7.5
6 QJ320M QJ320M 100 215 47 9.35
6 QJ322M QJ322M 110 240 50 12.7
6 QJ324N2MA 176324K 120 260 55 15.3
6 QJ326N2 QJ326N2 130 280 58 19.3
6 QJ650M QJB50M 250 350 60 18.1
6 QJF10/500M QJF10/500M 500 720 100 141
6 QJF1022M QJF1022M 110 170 28 2.51
6 QJF1024M 116124 120 180 28 26
6 QJF1026M 116126 130 200 33 4.53
6 QJF1028M 116128 140 210 33 5.26
6 QJF1030M 116130 150 225 35 6.22
6 QJF1032M 116132 160 240 38 7.8
6 QJF1034M 116134 170 260 42 9
6 QJF1036M 116136 180 280 46 10.7
6 QJF1038M 116138 190 290 46 11.5
6 QJF1040(116140) QJF1040(116140) 200 310 51 15
6 QJF1040M 116140 200 310 51 15
6 QJF1044M QJF1044M 220 340 56 19.5
6 QJF1048M 116148 240 360 56 21
6 QJF1048X3M(116848) QJF1048X3M(116848) 240 340 60 18
6 QJF1056M 116156 280 420 65 29
6 QJF1060M 116160 300 460 74 46.9
6 QJF1064M 116164 320 480 74 49
6 QJF1068M QJF1068M 340 520 82 66.7
6 QJF1072M QJF1072M 360 540 82 70
6 QJF1076M 116176 380 560 82 73.5
6 QJF1080M QJF1080M 400 600 90 95.5
6 QJF1864M QJF1864M 320 440 65 31
6 QJF1944X1M(116944) QJF1944X1M(116944) 220 309.5 60 14.2
6 QJF1956X1M 116956H 280 389.5 65 24.5
6 QJF232M 116232 160 290 48 14.6
6 QJF240M 116240 200 360 58 27
6 QJF2964X2M QJF2964X2M 320 440 65 31.2
6 QJF3938X1M 116738H 190 289.5 46 11.5
6 QJF3940X1M 116740H 200 289.5 58 13.3
6 QJF3944M(116844) 116844 220 300 60 13
6 QJF3944X1M QJF3944X1M 220 299.5 60 13
6 QJF3948X1M(116748K) QJF3948X1M(116748K) 240 339.5 60 18
6 QJF3952X2M 116752H 260 369.5 60 22
6 QJF6/268 QJF6/268 268 389.5 65 27
6 QJF6/550M QJF6/550M 550 800 90 165




